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The Somfy Power Distribution Panel is used to 
distribute 12 or 24V DC power to up to 10 
Somfy low voltage motors.  The panel includes 
mounting snaptrack and mating motor 
connectors.  Typically the panel and power 
supply is installed in an electrical cabinet 
supplied by others.

12/24V POWER DISTRIBUTION PANEL

DESCRIPTION
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Part No.:   1870122
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OPERATION

Upon applying power to the panel, all 10 LED’s should illuminate.

Connect one motor to the panel and program per the instructions that accompany the motor.

 
Repeat this process for every motor thereafter
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TROUBLE SHOOTING

- If no LED’s illuminate, check polarity input of the power supply and that power supply has AC voltage applied.

- If one or more LED doesn’t illuminate, replace the appropriate fuse.

- If the motor does not respond, reverse the leads on the motor connector.

ORDERING INFORMATION

Description Part Number

TMSonesse  30 Motor 1000460

12 Motor Power Supply 9014245 (requires 2 power panels)
6 Motor Power Supply 9011995
3 Motor Power Supply 9014245

Motor Connector 55000334
SnapTrack Rail 9012294

TMFor a summary of complete specifications and accessories please consult the Sonesse  30 Data Book.
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12/24V POWER DISTRIBUTION PANEL
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